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A Few Facts Relating to the Dimensions of the Building 


Total length ............. era: | 
Width across transepts _ spades dae 99° 
Breadth of Nave ........ Peay easitocoinssace 
Breadth of Transepts artanpticarcsacsosten Or 
Height from floor to apex tower vaulting 57 0” 
Height from floor to ridge of roof 80° 0” 
Width Height 
East Window 16 0” 31 11” 
South Transept Window 20° 0” 43° 0” = ca 
North Transept Window 7” 8" 4V 3” ~ alias St 
5 West Window 24 0” 4’ 0” 
ALBL St ASE aV ES EDLs oy ce ; Whlome to the Mother Church 
oR ftS 68 got 6 A ago s & The tower, when completed, will rise approximately 
S Sew FP GRP FESeSc oes 50 feet above the ridge of the roof and the spire an . 
goo 8% 8 88 6 & “U0 > 8 P’ the iocese o; 
Sane O88 cs Qu ss 22573 additional 100 feet for a total height above the floor 
font ee cat a 
ae oe g = pA oF a3 5 = mee 5 level of 230 feet. Cxatsin Newfoundland & Labrador 
Eva aan z os By we ELE “4 
BAS oO Seats GOS 588 The sandstone used in the arches, pillars, windows 
sees _ i Ba oi and quoins (about 4500 tons) came from the Giffrock Anglican Church of Canada 
as eheyavsg srs. oss + 
ev egos s se efe vec =z Quarries near Glasgow. 
2ebRZ2e8 SESE, geen Parish established 1699 
Bos s 5 Be gS FI BLBzMEaS The bluestone (about 7500 tons) was mainly obtain- 
BsESOLrss zsogs $goash ed from quarries on the Southside Hills of St. John’s. 


LADY CHAPEL 


Re-opened in June J972 following the installation of a 


vaulted ceiling. 


THE CHANCEL 


(together with the magnificently carved Lectern and 


Pulpit in the foreground). 


Foundation stone laid . 
Foundation stone re-dedicated Sept. 29, 1847 
Nave consecrated ........ , R Sept. 21, 1850 
Chancel and Transepts begun ..........................Jan. 5, 1880 
Chancel and Transepts consecrated Sept. 1, 1885 
Cathedral destroyed by fire ..0.....000........ July 8, 1892 
Rebuilding of Transepts & Chancel 
COMMENCE scisscis cs siiestchsecotvencavctovecusracecesseree Jan., 1893 
Chancel & Transepts re-dedicated .. ..June 28, 1895 
Rebuilding of Nave commenced June 24, 1902 
Nave re-dedicated .20.......0..0.ccecccccesee Sept. 21, 1905 
Reredos dedicated 220000000000... Sept. 22, 1923 


Aug. 24, 1843 


Vaulting beneath Tower dedicated ........... Dec. 13, 1931 
Vaulting and refurnishing of Lady 
Chapel completed and dedicated ........... Sept., 1972 


THE BISHOP’S THRONE 


The Cathedral is the seat of the Bishop of the 
Diocese. The Bishop’s Throne was executed by Mr. 
Harry Hems of Exeter, England, from designs submitted 
by Sir Gilbert Scott. The exquisitely designed Lectern, 
Litany Desk, Font and other woodwork in the Chancel 
are his work as well. 


